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Electrical Characteristics      

Electrical Connections

Characteristic Sym Notes Min Typ Max Units
Nominal Center Frequency fC 700 MHz

Passband Insertion Loss IL 6.0 dB

3 dB Bandwidth 3.8 6.0 MHz

Phase, 698.25 to 701.75 MHz linear degP-P

VSWR, 698.10 to 701.90 MHz 2:1

40 dB Bandwidth 12 MHz

Operating Temperature Range TA -40 +85 °C

Impedance at fC:

  Source, Single-ended 50 ohm

  Load, Single-ended 50 ohm

 Case Style SM3838-8  3.8 x 3.8 mm Nominal Footprint

 Lid Symbolization, Y=year, WW=week, S=shift, Dot=pin 1 indicator 899, YWWS

 Standard Reel Quantity    Reel Size 7 Inch ������ Pieces/Reel

  Reel Size 13 Inch 3000 Pieces/Reel

Connection Terminals

 Input 1 or 2

 Output 5 or 6

 Case Ground All but selected in/out

SM3838-8

• Low-loss SAW Filter
• 3.8 x 3.8 x 1.4 mm Surface-mount Package
• Complies with Directive 2002/95/EC (RoHS)
• �0�R�L�V�W�X�U�H���6�H�Q�V�L�W�L�Y�L�W�\���/�H�Y�H�O������
• �$�(�&���4���������4�X�D�O�L�I�L�H�G

Absolute Maximum Ratings

 Rating Value Units
 Maximum Incident Power in Passband +10 dBm

 Maximum DC Voltage Between any Two Active Terminals 30 VDC

  Storage Temperature Range in Tape and Reel -40 to +85 °C

 Suitable for Lead-free Soldering - Maximum Soldering Profile 260 °C for 30 s

700 MHz
SAW Filter

SF2180D
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